
SINGLE-ROOM ENERGY RECOVERY UNITS

from 
11 dBA

up to 
98 %

up to 
120 m³/h

AirOne – compact and elegant single room HRV unit that 
ensures balanced ventilation with fresh and clean air

FEATURES
Ventilation of premises with the area of about 40 m²

Models with polystyrene HRV or enthalpy ERV heat 
exchanger is available

Automatic blocking off draughts by means of motorized 
supply and gravity exhaust air dampers when the unit is 
switched off

Special version with electric preheater and/or comfort heater 
is available

Built-in humidity sensor for automation of unit operation

Control via smartphone, remote control, buttons on the unit 
and Blauberg Home mobile application

Ø 250 (320) mm

Apartments

Hotels

AIRONE

Cafés and 
restaurants

Private houses
and cottagesCOMMING SOON



Technical data

AirOne (ERV)

Speed 1 2 3 Boost

Air flow [m3/h] 30 50 75 120

Air flow [CFM] 18 30 45 60

Voltage [V / 50-60 Hz] 100-240

Max. unit power without electric heater [W] 5 8 20 46

Max. unit current without electric heater [A] 0.30

Sound power level LwA to environment [dBA] 34 41 48 -

Sound pressure level LpA to environment at 1 m distance [dBA] 23 31 37 -

Sound pressure level LpA to environment at 3 m distance [dBA] 12 21 27 -

Sound pressure level at 3 m distance [Sones] 0.6 1.1 1.8 -

Operating temperature [°C (°F)] from -20 to +40 (-4…104)

Case material ABS Plastic + EPP

Insulation [mm] 30

Extract filter ISO 16890 / EN 779:2012 Coarse 45% / G3

Supply filter ISO 16890 / EN 779:2012 Coarse 90% / G4 Optional: ePM1 65% / F8 (MERV 14)

Air duct diameter [mm] 1х250(320)

Weight [kg] 17

Heat recovery efficiency [%] Up to 98 -

Heat exchanger type counter-flow

Heat exchanger material polystyrene (enthalpy membrane)

SEC class A+(A)
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