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UNIT CONTROL PANELS
The unit is controlled via the th-Tune or pGD1 control panels.

Button Functions

mode Operation mode selection: set the operation mode according to
the procedure described on Page 17.

Fan speed selection: set the desired speed level (Low, High or
@ Medium). While the Automatic Speed Drop mode is enabled

the fan speed is set automatically to maintain the supply air
temperature above the threshold level.

Time range on/off: short pressing.

Activation is confirmed by a pictogram a
Access to the clock/time range setup menu: press and hold for
3 seconds.

Use the rotary knob to choose the necessary option: @
setting the current date/time: starts blinking. Turn the knob to
@ make the desired setting and press to confirm.

TIMEBAND: setting the time range. Press to set the start time
and the corresponding temperature setpoint for each time range
individually (you may create up to six time ranges).

The pictograms show the current time of a day status (i.e. Day/
th-Tune Nigh) and the presence or absence of inhabitants in the serviced
spaces. Press ESC to exit and return to the standard display mode.
ESC: exit.

After 10 seconds th-Tune returns to the main menu automatically.

(I) Unit activation/deactivation; in some menus a short pressing has
the same function as ESC.

—x
- O+ Enter the desired value and press to confirm.

Display pictograms:

1. Operation mode.
2. Main field.
? 3. Fan mode: Manual/Auto.
" A | 4. Fan speed indicator.
\., UtD | 5. Temperature measurement unit.
-:9:- * Auto ‘ : % | 6. Lock function.
e 7. Setpoint value.
’F” ” ” 8. Disabled.
’- ’- ’ ’ Set—a 9. Current time range.
h’ h’ I ’ 10. Day of the week.
| bar PS! 11. ,Alarm* signal.
@—a i:’i:’ '-’ '-'SEEE * 12. Disabled.
| "_ _I_ _I I/rH | T'ﬂh‘ 13. Cooler operation enable signal.
Mon Tue Wed Thu Fri Sat Sun—@ 14 Disabled. —
I‘“ @ &-{, % 6 "X" 15. Fan operation signal.
______ 16. Electric heating elements operation enable signal.
é é é é é é é 17. Disabled.
18. Auxiliary field.
19. Unit scheduled operation enabled.
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Connect the pGD1 control panel to the controller connector
(see figure on page 13) using the 6P6C (PLUG-6P6C-P-C2)
phone plug. The maximum length of the phone cable is
50 m.

The pGD1 offers extended functionality and has identical
settings entered via the controller screen (see ,Controller
functions and menu”).

pGD1

The main page of the control panel menu displays the following information:

. date and current time

- indoor temperature (the temperature registered by sensors can be browsed by pressing the ,Up” and ,Down” buttons: outdoor and supply
air temperature, the temperature downstream of the heat exchanger and in the exhaust air duct)

+ unit operation mode

« set-point temperature value

- selected speed

« scheduled operation status (on/off)

The main page enables access to the user or engineering menu containing extended information specific to the unit operation and detailed

parameters for adjustment.

PLAN NETWORK CONFIGURATION WHILE USING AN EXTERNAL CONTROL PANEL (pGD1).

To enable interaction with the control panel boot up the controller in the pLan mode and assign the following pLan addresses to the controller
and the control panel:

Controller - 1;

Control panel (pGD1) - 30, 31 or 32 (factory default value).

SETTING PLAN ADDRESS FOR THE CONTROL PANEL (pGD1).

1. Connect the control panel to the controller and power up the controller.

2. Ignore any information which might show on the display screen and simultaneously press the ,Up*, ,Down” and ,Enter” buttons and hold
them for 3-5 seconds. After this time the message ,Display address setting.....32" appears on the display screen.

3. Move the cursor to the address setting field using the ,Enter” button. Use the ,Up” and ,Down” buttons to set the desired address value and
press ,Enter”.

SETTING CONTROLLER PLAN ADDRESS VIA THE BUILT-IN CONTROL PANEL.

1. Power off the controller.

2. Power up the controller and immediately press the ,Up” and ,Alarm” buttons simultaneously. Hold the buttons pressed until the controller
page appears on the screen (wait for about 15 seconds):

pLan address: 0
UP: increase
DOWN: decrease
ENTER:save & exit

3. Use the ,Up” and ,Down” buttons to set the device address to 1.

4. Press the ,Enter” button within 10 seconds to confirm. Failure to press the button within 10 seconds will cause the controller to close
the address setting page automatically while keeping the original address value.

5. Upon confirmation the controller will restart with a new pLan address automatically.

SETTING CONTROLLER PLAN ADDRESS VIA pGD1 CONTROL PANEL.

To set the controller address use the pGD1 panel to set the control panel (dGD1) address to 0. To do this follow the steps described in ,,SETTING
PLAN ADDRESS FORTHE CONTROL PANEL (pGD1)" paragraph above. Upon setting the control panel address to zero by using the respective
buttons on the external control panel follow the steps described in ,SETTING CONTROLLER PLAN ADDRESS VIA THE BUILT-IN CONTROL
PANEL" paragraph.

After setting the controller address set the pLan address of the control panel (pGD1) to 30, 31 or 32.
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CONTROLLER FUNCTIONS AND MENU

The controller has the following controls and indicators:

Backlit LCD display. The display screen shows the current parameters of the system operation, temperature values, pre-set parameters and
alarms.

Control buttons of the automatic control system:

4 a Enter
Enters specific modes: editing a parameter, saving an edited
parameter and function list navigation

a Down
Navigating one level down or decreasing the edited
:| F parameter value
i s i e L L e L s Up
Navigating one level up or increasing the edited parameter
value
& Cancel
Cancelling the parameter edits and exiting the submenu

m Parameters
Access to the additional parameters menu.

& Alarms
Access to the alarm review and reset menu

THESE SETTINGS MAY BE CHANGED ONLY BY QUALIFIED SPECIALISTS UPON ENTERING THE
SERVICE PASSWORD.
CHANGING OTHER PARAMETERS DOES NOT REQUIRE A SERVICE PASSWORD.

ﬁ THE SERVICE SETTINGS ARE PROGRAMMED AT THE FACTORY.

UNIT START

1. Upon starting the unit choose the controller interface language 2. Once the interface language has been selected, the controller

by using the T and I buttons and then press d . firmware will load.

H
select
onf irm

MAIN MENU

Current date
’ ———= Current time

Current tem peratures
Room temperature

Downstream of the heat exchanger
Outside temperature

Supply air

Unit operation mode
OFF

Ventilation

Heating

Cooling

Auto

Schedule

The temperature value for the selected
mode

Fan speed level
Low

Medium

High

16 BLAUBERG
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To modify the unit operation parameters move the cursor to the required line using the d button. Then use the T and I buttons to set

the desired value and then press the d to confirm. To exit the parameter change mode without saving the changes press the 5 button.
VIEWING THE READINGS FROM THE TEMPERATURE SENSORS

To view the readings from the temperature sensors installed in the unit move the cursor to the upper left corner by means of the d button
and then use the T and 1 buttons to select the necessary sensor for viewing.

1. Room temperature. The feedback is provided by the temperature 2. Supply air temperature. The feedback is provided by
sensor built into the control panel or the exhaust duct temperature  the temperature sensor built into the supply duct downstream of
sensor. the heat exchanger and the electric heater.

3. Outside air temperature. The feedback is provided by the
temperature sensor built into the supply duct upstream of the heat
exchanger.

UNIT OPERATION MODE SELECTION

The unit has 4 operation modes. To select the desired mode set the cursor at the ,Mode” word by using the d button. Then use the T and
3 buttons to set the desired value and then press the o to confirm.

2. FAN — the fans run at the pre-selected speed. The heat
exchanger and the electric heater are disabled. The temperature
settings are not available. This mode can be enabled only from
the pGD1 control panel.

1. OFF — the fans and the heat exchanger are disabled. Temperature
and speed settings are not available.

3. Auto — the fans, the heat exchanger and the electric heater are 4. Scheduler — the fans, the heat exchanger and the electric heater
enabled. The user may change the temperature and speed settings.  are enabled. Temperature and speed settings are not available. While
While in this mode the unit automatically adjusts the electric heater  in this mode the unit operates according to a pre-programmed

operation to attain the pre-set temperature at the selected speed. schedule.
Zr.01.15 Ho: 2e
Et%n::_n; air :n
.l'-'-." ] [
L] ; AT Mode: SCHEDULE
Setroint: 2.\ Setrointi ===
Fan =sFreed: MEL: T LIk an sreed: ====
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TEMPERATURE SETTING

To modify the temperature setting set the cursor at,Setpoint” by using the d button. Then use the T and l buttons to set the

desired temperature value and then press the d to confirm.
Temperature setting range: from +15 °C up to +30 °C.

sFeed: MED iua
FAN SPEED SETTING

To select the desired fan speed set the cursor at,Fan speed” by using the d button. Then use the T and l buttons to set the desired

value and then press the d to confirm.
Three fan speed stages are available: Low, Medium, High. The fan rotation speed corresponding to each speed stage is set as a percentage of
the maximum capacity of each fan via the unit parameter setup menu.

Fan sFpesd: MEDILI
UNIT PARAMETERS

To enter the user parameter menu press the @ button. Use the T and l’ buttons to select the desired menu item and press the d
button to enter.

1. System information

To view the system information enter the user parameter menuand = Page 1/3 contains the following parameters:
select ,System info”. «  Current supply fan speed [%].
The ,System info” menu consists of three pages. To navigate «  Current exhaust fan speed [%].
«  The current state of the heat exchanger:
On - heat exchanger enabled
Off — heat exchanger disabled
«  Current heating level of electric heating elements [%)]
«  Current status of preheating enable signal:
On - preheating allowed
Off — preheating denied
«  Current status of the cooler enable signal:
On - cooler operation allowed
Off — cooler operation denied.

between the pages use the T and 1 buttons.

SurFly fan speed: BEL:
Exhaust fan sresd: Rk
Heat.ing: HEE
Erer3y recoverd:  OFF
Freheat.ing: OFF
ComFrressor: OFF

i BLAUBERG
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Page 2/3 contains the following parameters:

«  Outside air temperature [°C].

«  Supply air temperature [°C].

. Extract air temperature [°C]. If it is set, the selected temperature
sensor type in Parameters is the air exhaust temperature
sensor.

. Room air temperature [°C]. If it is set, the selected temperature
sensor type in Parameters is thTune.

Dut=s1de air tem: le.2%
Surrle air temr: 23.1%
Foom air temper: 23.4%

Page 3/3 contains the controller firmware information.

Software wversion:
CRUNTmAHET wz.1.81E

2. Set time & scheduler

To set the clock and operation schedule enter the user parameters
menu and select ,Set time & scheduler”.
The ,Set time & scheduler” menu consists of four pages. To

navigate between the pages use the T and I buttons.
WARNING! With the th-Tune control panel connected the operation
schedule is set via the control panel!

Page 1/4 enables setting the unit operation schedule. Press the d
button to select the desired parameter and then set its value using

the T and 'l' buttons.

Daw: MOHDAY

Mode  Setroin
1:87:88 AUTo SE
ZiE3:688  OFF et
Sl 1l AUTO SETZ
4:i23:608 OFF == ———
Cord tof MOHDAY HIO

Schedule setup. This mode can be enabled only from the pGD1 control panel.
When using th-Tune the schedule is set up according to the th-Tune control panel description.

1. Day selection.
Use the d button to select the ,Day” parameter and then use the

T and 1 buttons to select the day for setting the schedule.

Daa: FMOHDAY ]
e Mode Setroin
CoFa tof ALL HO

3. Operation mode setup.
After setting the time press the d button to set the unit operation

mode. Use the T and ! buttons to select one of the following
modes:

. OFF
. FANS
. Auto

. Scheduler

Lz MOMDAY i
) Mode  Setrolin
lidc:ad BAUTO =S
Si——i—— ——— —_——
di——1—— ——— ——
CorFa tod MOHDAY H

2, Setting the schedule recording start time.

Press the d button to start setting the first entry. Then use the T
and I buttons to set the start time for the first entry in hours.
After that press the d button to set the time in minutes and then

use the T and l’ buttons to set the minute value.

L= MOMDAY '
Mode Setroin
flolsianlalsl - = gl
rtE R ENEE S MR
Corg to: ALL HO

4. Selecting a setpoint.
After setting the operation mode press the d button to adjust

the setpoint. Use the T and 1 buttons to select one of the pre-
programmed setpoints. Open the ,,Set time & scheduler” menu on
page 3/3 to define the setpoints on page 4/4.

ode  Setroint
IEBEEEE ALTO SET1
CoFu to: MONDAY  HO
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5. Setting up other entries.
Other entries are set up similarly.

Daa: MOHDAY ]
g Mode Setroint
l:@s:E8 AUTO  SET1
ZiE7iEE  OFF S
S:lei@E FAWHS  SETZ
4:22188  OFF ===
Cora tof ALL TES

6. Copying schedule entries to other days.
After programming all the necessary entries they can be copied to
any other day of the week as follows:

1. Use the d button to set the cursor at ,Copy to”.

2.Use the T and 1 buttons to select a day of the week or all days.
3. Press d and then use the T and I buttons to select ,Yes".
4.To confirm the copying operation press the d .

Caa: MOMDAEY _
T Mode  Setroint
l:@g:\a alUTo  SETH
2iEYiEE  OFF S
ZileiEE FAMS SETZ
4:22:6868  OFF L
CorFa tof ALL TES

Setting up exception periods

Page 2/4

While in the Scheduled operation mode you may need to create
a period of operation to a different set of scheduled settings
between two identical entries. This is done by setting exception
periods.

‘eriod scheduler

Start Stor Mode Setr.

Exception period setting.
To select a parameter press the d button.

Then use the T and I buttons to set the desired parameter value.

Schedul e
Feriod scheduler

Stor_ Mode
29.85 OFF

Setr.

Setting up special days

Page 3/4
While in the Scheduler you may need to program a special set of
parameters for a whole day. This is done by setting up special days.

1. Setting up the special day date.
Select the ,Date” parameter by pressing the d button and then use

the T and I buttons to select the day in the month to designate
a special day.

SFeC.dads Mode SetF. SFec, dads Mode Setr.
mlj=—p== === D HEilg=—= === ————
LfER=—— == ==== === 12E——m—  ———— —===
o= =t ——r o e e ===
pds—,—- —-—- - Mi——a——= ——= ————
pf——y = ——— —_—— SHe=q == ==== ====
Dgs—.— ——— ——— Bi——y = === ——— |

2. Setting up the special day month.
Press the d button to select the ,Month” parameter and then use

the T and ! buttons to select the month for assigning a special

3. Setting up the special day mode.
Select the ,Mode” parameter by pressing the d button and then

use the T and 3 buttons to assign the operation mode to

day to.

| LA

the special day.

SetF.

d

)
1

(R

||—l.l
(I

o
2

B IR T

CLRLI LR LR TN (]

o=

Mode
ALTO

SetE.
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4. Selecting the special day setpoint. 5. Setting up other special days.
Press the d button to select the,Set.” parameter and then use the T Other special days are set up similarly.
and I buttons to select the setpoint required on the special day.

Once done with the special day setup press the d button to save

the changes. After pressing the d button the cursor will jump to

the first step of setting the next special day.

SFec.dads Mode SetE. SFec.dads Mode sebF.
01:31.12° AOTO  SETS Lil:31.12 pUTO  SET3
EasE=scs T n i = s DZ:@4.65 FAHS  ———-
Basodeas, nEge, nEEw 03:i66.86 AUTO  SET2
R R D4:E3.82 AOTO SETI
DSi——.—— =—-——=  ——— [ES=isss saes = =
DE:——.—— ————  ———— 1, =3 o el rmraimeb i

Setting up setpoints
Page 4/4
The setpoints for schedule entries are programmed on page 4/4.

Setting up setpoints.
Press the d button to select a parameter.

Then use the T and 3 buttons to set the desired parameter value.
You may program up to three entries. Set the fan speed and temperature for each setpoint.

UNIT PARAMETER SETUP

To set up the unit parameters enter the user parameters menu and
select ,Parameters”. d
The ,Parameters” menu consists of four pages. To navigate between  Use the button to select the supply or exhaust fan speed as

Page 1/04 Fan speed setting.

the pages use the T and ) buttons. necessary and then press the T and 3 buttons to set the speed
value as a percentage of the maximum speed.

After that press the d button to save the settings.

The ,Main sensor” parameter allows changing the temperature
measuring location to account for the value and subsequent
processing by the firmware.

If the unit serves a number of spaces the parameter value should be
3. Parameters setto ,Exh. air”

When setting or editing a parameter the th-Tune control panel must
be installed in the space supplied by the unit.

ain sensoriExh.air
Fl.E=zh.fan sFpeedl: @48
F2.5ur.fan sreedl: B4E:
F2.Exh.fan speedii@’d:
F4.5uF.fan sreedziB’/d:
F3.Exh.fan speed3: 188
F&.5uF.fan sFreed3: 186
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Page 2/04. Setting up temperature setpoints.
Press the d button to select the temperature setpoint and then use
the T and J' buttons to define the temperature setpoint value.

After that press the d button to save the settings.

1.Fan sFeed decreaze
tenF.setroint: 1q.E°
T4.Feturn to normal

sFreed diff.: 16.8%

Page 3/04. Temperature regulator operation setup.

Temnrerature redul at.or
B twinter).seeeeeas H
RN 1111T=] o R |

TaFpes of r"t‘anI].-:lt-lul“I-
H-hupplu air temr{SAT?

edulation.
1—rc0m tumPfEﬁTJPugul

whith limits

Page 4/04. Hour meter operation.

of SAT

Reset.
hours

of oFerating
couriteri Ho

Max.oFrerat.ingd time
0 Filter rerlacemsn

A3EEEROUIrS

T1 is the setpoint for the supply air temperature at which the unit
will switch to a lower speed in case of failure to attain the pre-
programmed temperature conditions.

T4 is the temperature increase relative to T1 for switching to

the pre-programmed speed.

For ,Winter” and ,Summer” modes it is possible to choose the type
of the temperature regulator. If the temperature regulator type
value is,0” the temperature is controlled by supply air temperature
If the temperature regulator type value is, 1" the temperature is
controlled by room temperature

On elapsing of the filter replacement interval (3,000 hours by default)
the system will generate a filter replacement alert.

To reset the filter replacement alerts once the filter has been replaced
press the respective button to make the following menu selection:
Hour meter reset — ,RESET".

To change the filter replacement alert parameter set the time as

desired and press d .

ALARMS

In the event of an alarm the controller display shows the %
pictogram.

Eoom airs

'-|1 a0
o Rl e
Miods s CFF!
SetFoint: 0 o—————
Fan speed: = ————

The controller resets the alarm automatically on detecting that its
cause has been eliminated.

There

active

S fo

alarms

To respond to an alarm press the A button to enter the active
alarms menu.

EGZ
Dut=ide air teme. (OAT?
sensor fail

The active alarms can be reset manually. To reset an alarm manually

press the 5 button while in the active alarms menu to enter
the alarm management menu.

A1 s

=5
Fress - _
I u1ew active
alarms list
®Tto view histordg
‘& Cto reset alarms

The alarm management menu enables the following actions:
d_ viewing the current alarm list
@ — viewing the alarm history

— reset the alarms

BLAUBERG
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( TECHNICAL MAINTENANCE )

A DISCONNECT THE UNIT FROM POWER MAINS PRIOR TO ANY MAINTENANCE OPERATIONS.

Maintenance operations of the unit are required 3—4 times per year. Maintenance includes general cleaning of the unit and the following operations:
1. Filter maintenance:
Dirty filters increase air resistance in the system and reduce supply air volume. The filters require cleaning not less than 3-4 times per year.
On elapsing of 3,000 operating hours the unit controller generates the filter replacement or cleaning alert. Clean or replace the filters and reset
the hour meter.
Vacuum cleaning is allowed. After two consecutive cleanings filters must be replaced. For new filters contact the Seller.
Sequence of filter removal:
1. Disconnect the unit from power mains.
2. Undo the screws securing the service panels in place.
3. Remove the side panels.
4. Pull the filters to remove.
5. Replace the filters in the reverse order.

SEQUENCE OF FILTER REMOVAL:
R

2. / N

o
)
-

e e

2. Heat exchanger maintenance (once per year).

Some dust may accumulate on the heat exchanger block even in case of regular maintenance of the filters. To maintain the high heat recovery
efficiency, regular cleaning is required. To clean the heat exchanger remove it from the unit and clean the heat exchanger by using compressed air
or a vacuum cleaner. After cleaning re-install the heat exchanger into the unit.

A CLEANTHE UNIT CAREFULLY SO AS NOT TO DAMAGE THE HEAT EXCHANGER CELLS.

1. Disconnect the unit from power mains.

2. Undo the screws securing the service panels in place.

3. Remove the side panels. Then unscrew the angle pieces securing the heat
exchanger (except KOMFORT Roto EC LE400).

4. Unplug the connector to the heat exchanger motor and remove

the grounding terminal.

5. Pull the heat exchanger and remove it from the unit.

6. Install the heat exchanger in the reverse order.

Q]
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3. Fan maintenance (once per year).

Even in case of regular maintenance of the filters, some dust may accumulate inside the fans and reduce the fan performance and supply air flow.
Clean the fans with a soft cloth or brush. Do not use water, aggressive solvents or sharp objects as they may damage the impeller.

4. Supply air flow control (twice per year).

The supply duct grille may get clogged with leaves and other objects reducing the unit performance and supply air delivery. Check the supply
grille twice per year and clean it as required.

5. Ductwork system maintenance (once in 5 years).

Even regular fulfilling of all the prescribed above maintenance operations may not completely prevent dirt accumulation in the air ducts which
leads to air pollution and reduces the unit capacity. Duct maintenance means regular cleaning or replacement.

POSSIBLE FAULTS AND TROUBLESHOOTING

Problem | Possible reasons | Troubleshooting

Make sure the power supply line is connected correctly, otherwise

N wer ly. X
O power supply troubleshoot a connection error.

Turn the unit off. Troubleshoot the motor jam and the impeller

Motor jammed, impeller blades dirty. clogging. Clean the blades. Restart the unit.

The fan(s) do(es) no start.

Identify the system failure by entering the active alarms menu and
System alarm. System alarm list is shown below. remedy the problem. If the system failure may not be remedied
without enlisting expert help contact the Seller.

Automatic circuit breaker

tripping following the unit High current consumption caused by a short circuit. Turn the unit off. Contact the Seller.
turning on.
Fan speed set too low. Set higher speed.
. Filters, fans or heat exchanger dirty. Clean or replace the filters, clean the fans and the heat exchanger.
Low air flow.
Ventilation system elements (air ducts, diffusers, louver shutters, grilles) | Clean or replace the ventilation system elements, such as air ducts,
clogged, damaged or closed. diffusers, louvre shutters, grilles.
) Exhaust filter dirty. Clean or replace the extract filter.
Cold supply air. — - - - -
Unit in Cooling mode. Check the unit operation settings.
Impeller(s) dirty. Clean the impeller(s).
Noise, vibration. Loose screw fastenings of fan or casing. Tighten the screw connection of the fans or the casing against stop.
No anti-vibration connector on air duct pipe flanges. Install anti-vibration connectors.
SYSTEM ALARMS
. Emergency stop of the system on signal from fire fighting system. In case In case of such alarm follow the emergency instructions and leave
Fire alarm .
of such alarm the fans are stopped. the room and the building.

Breakdown or short circuit of the air temperature sensor. In case of such

alarm the fans are stopped. Contact the Seller.

Temperature sensor failure

Check the connection of the control panel to the controller. Contact

Control panel failure Communication loss with the control panel. the Seller.
Low supply air temperature | The supply air temperature is below +14 °C (factory setting). Clean or replace the extract filter. Check the unit operation settings.
Filter replacement required Filter replacement interval expiration. Clean or replace the filters.
(STORAGE AND TRANSPORTATION REGULATIONS )

Store the unit in the manufacturer’s original packing box in a dry closed ventilated premise with temperature range from +5 °C to + 40 °C.
Storage environment must not contain aggressive vapours and chemical mixtures provoking corrosion, insulation and sealing deformation.
Use hoist machinery for handling and transportation to prevent possible mechanical damages of the unit.

Follow the applicable moving regulations specific to the particular cargo type while loading and unloading.

The unit can be transported in the original packing by any mode of transport without limitation provided proper protection against precipitation
and mechanical damage. The unit can be transported only in the working position.

Avoid sharp blows, scratches or rough handling during loading and unloading.

Prior to the initial power-up after transportation at subzero temperatures allow the unit to warm up at room temperature for at least 3-4 hours.

24 BLAUBERG
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( MANUFACTURER’S WARRANTY )

The manufacturer hereby warrants normal operation of the unit for 24 months after the retail sale date provided the user’s observance of
the transportation, storage, mounting and operation regulations.

Should any malfunctions occur in the course of the unit operation through the Manufacturer’s fault during the guaranteed period of operation the
user is entitled to elimination of faults by the manufacturer by means of warranty repair at the factory free of charge.

The warranty repair shall include work specific to elimination of faults in the unit operation to ensure its intended use by the user within
the guaranteed period of operation. The faults are eliminated by means of replacement or repair of the unit components or a specific part of such
unit component.

The warranty repair does not include:

«  routine technical maintenance

« unitinstallation / dismantling

. unit setup
To benefit from warranty repair the user must provide the unit, the user’s manual with the purchase date stamp and the payment document
certifying the purchase.
The unit model must comply with the one stated in the user’s manual.

Contact the Seller for warranty service.

The manufacturer’s warranty does not apply to the following cases:

«  User’s failure to submit the unit with the entire delivery package as stated in the user’s manual including submission with missing
component parts previously dismounted by the user.

«  Mismatch of the unit model and the brand name with the information stated on the unit packing and in the user’s manual.

«  User’s failure to ensure timely technical maintenance of the unit.

«  External damage to the unit casing (excluding external modifications as required for installation) and internal components caused by
the user.

«  Redesign or engineering changes to the unit.

+  Replacement and use of any assemblies, parts and components not approved by the manufacturer.

. Unit misuse.

«  User’s violation of the unit installation regulations.

«  User’s violation of the unit control regulations.

«  Unit connection to the power mains with a voltage different from the one stated in the user’s manual.

«  Unit breakdown due to voltage surges in the power mains.

«  Discretionary repair of the unit by the user.

«  Unitrepair by any persons without the manufacturer’s authorization.

«  Expiration of the unit warranty period.

«  User’s violation of the unit transportation regulations.

«  User’s violation of the unit storage regulations.

«  Wrongful actions against the unit committed by third parties.

«  Unit breakdown due to circumstances of insuperable force (fire, flood, earthquake, war, hostilities of any kind, blockades).

«  Missing seals if provided by the user’s manual.

«  Failure to submit the user’s manual with the unit purchase date stamp.

«  Missing payment document certifying the unit purchase.

FOLLOWING THE REGULATIONS STIPULATED HEREIN WILL ENSURE A LONG AND TROUBLE-FREE
OPERATION OF THE UNIT.

\A J
A

~N

USERS'WARRANTY CLAIMS SHALL BE SUBJECT TO REVIEW ONLY UPON PRESENTATION OF THE UNIT,
THE PAYMENT DOCUMENT AND THE USER’S MANUAL WITH THE PURCHASE DATE STAMP.

\§ J
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( ACCEPTANCE CERTIFICATE )

The air handling unit with heat recovery

KOMFORT Roto EC LE

is recognizes as serviceable.

The unit complies with the requirements according to the EU norms and directives, to the relevant EU-Low Voltage Equipment Directives, EU-Directives on
Electromagnetic Compatibility.

We hereby declare that the following product complies with the essential protection requirements of Electromagnetic Council Directive 2004/108/EC, 89/336/
EEC and Low Voltage Directive 2006/95/EC, 73/23/EEC and CE-marking Directive 93/68/EEC on the approximation of the laws of the Member States relating to
electromagnetic compatibility.

This certificate is issued following test carried out on samples of the product referred to above.

Approval mark Manufacturing date

(CONNECTION CERTIFICATE )

The air handling unit with heat recovery

KOMFORT Roto EC LE

is connected to power mains in compliance with the operation manual requirements by the professional:

Company:

Name:

Date Signature

( WARANTY CARD )

KOMFORT Roto EC LE

SELLER

SALES DATE

REPRESENTATIVE IN EU

BLAUBERG Ventilatoren GmbH
Aidenbachstr. 52

D-81379 Munich,

Germany
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