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KOMFORT EC DB
Suspended heat recovery air handling units

• Heat exchanger type: Counter flow
• Heat exchanger material: Polystyrene
• Sound-insulated casing
• Bypass: Manual
• BMS protocol: ModBus
• CO2 sensor: Optional
• PM2.5 sensor: Optional
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KOMFORT EC DB 160 R S21 125 50 190 Right S21 Optional Optional ModBus 8066474

KOMFORT EC DB 160 L S21 125 50 190 Left S21 Optional Optional ModBus 8064807

KOMFORT EC DB 160 R S14 125 50 190 Right S14 8068546

KOMFORT EC DB 160 L S14 125 50 190 Left S14 8068539

KOMFORT EC DB 250 R S21 125 101 270 Right S21 Optional Optional ModBus 8066511

KOMFORT EC DB 250 L S21 125 101 270 Left S21 Optional Optional ModBus 8064814

KOMFORT EC DB 250 R S14 125 101 270 Right S14 8068560
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KOMFORT EC DB 250 L S14 125 101 270 Left S14 8068553

KOMFORT EC DB 350 R S21 160 170 410 Right S21 Optional Optional ModBus 8066559

KOMFORT EC DB 350 L S21 160 170 410 Left S21 Optional Optional ModBus 8064821

KOMFORT EC DB 350 R S14 160 170 410 Right S14 8068584

KOMFORT EC DB 350 L S14 160 170 410 Left S14 8068577


